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#1071 BORING jic 
INSTALLATION 
TOOLS 

For “A”, “C”) “D” and “J” ae i 
Series Locks 





The highly efficient #1071 Boring Jig is the basic tool used in four installation 
kits for “A”, “C-D", and "J" series locks. This jig Is equipped with special high- 
speed hexagonal shank boring bits and adaptor to form an integrated unit for 
boring doors 1%” to 2” thick. While the #1071 Boring Jig is primarily designed 
for use with power tools, it is also possible to operate the boring bits with q 
hand brace. 


This self-centering jig may be set for the door thickness required and used 
throughout a job on all doors of the same thickness without time-consuming 
resetting at each application. 


Simple insertion or removal of two pegs provides two different backsets—23/,”” 
or 23/,””. Two bronze bushings provide long bearing surfaces for the boring bits, 
insuring complete accuracy when drilling the lock hole and latch hole. The fast, 


rugged #1072 Boring Bit drills the lock hole in a single continuous operation 
from one side of the door. 


#930 BORING JIG 


The heavy gauge steel #930 Boring 
Jig accurately locates and marks boring 
positions for 23/5”, 23/,”, and 5” back- 
sets. Designed for one- knob self-cen- 
tering adjustment, this jig features an 
extra long latch hole guide for accu- 
rate boring alignment. 





A 7,’ bushing adaptor makes it pos- 
sible to use the #930 Jig for Schlage 
“A” series residential locks as well as 
“C-D" series heavy-duty locksets. 
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Sia FRE MADE UP OF THE SEPARATE PARTS INDICATED BY THE SYMBOL @ 
‘on Kits bu; 
Installation Kits bujt, ceround the #1071 Boring Jig. 
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1078 14%” Bushing 





The parts listed above are illustrated on the following two pages. 


yr 


Installation Kits buil around the +930 Boring Jig. 
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INSTALLATION TOOLS 


Parts for #1063, +1064, #1065 
and +1066 Installation Kits 





#1072 21/3” BORING BIT 
(For “A” and "C-D” Locks) 








#1073 11,” BORING BIT 
(For '‘J’’ Locks) 
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#1074 7/,” BORING BIT 
(For ‘‘A’’ and ‘'J’' Locks) 








f 
“\--" #1067 STEEL TOOL BOX 


(Furnished with complete kit) #1075 1” BORING BIT 
(For ‘‘C-D’’ Locks) 


Parts for #1060 and +1062 
Installation Kits 


#914 BORING BIT 





#932 HOLE SAW 





#930 BORING JIG 
(Furnished with 7%” Bushing Adaptor) 
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#934 STRIKE LOCATOR 
(For ‘*A’’ Locks) 


#935 LATCH MARKING CHISEL 
(For ‘‘A’’ Locks) 
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#936 LATCH MARKING CHISEL - 3 } #938 STRIKE LOCATOR | 

(For *'C-D"' Locks) | (For “C-D" Locks) 
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#937 STRIKE MARKING CHISEL 
(For “A” and ‘‘C-D"’ Locks) 





#1078 11,” BUSHING 
(For ‘‘J*' Locks) 


#929 STRIKE MARKING CHISEL 
(For ‘'J’’ Locks) 
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#935 LATCH MARKING CHISEL -—  & 
(For an Locks) os ' \ aaa 
uw 
#934 STRIKE LOCATOR #931 STANDARD BACKSET GUIDE 


(For ‘A'’ Locks) 
#936 LATCH MARKING CHISEL iene 


-y 
(For CLD’ Locks) ae 7 
y | - 
#937 STRIKE MARKING CHISEL #938 STRIKE LOCATOR #933 5°” BACKSET GUIDE 
(For ‘‘C-D"’ Locks) 
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